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L1 \ LZ\ Ls\ N A Important information
MS116 I ‘ ‘
77777777777777777777777777 ) D Olvadobetét A qualified electrician must carry out installation, commissioning and servicing of this product
j \ \ \\ by following installation standards and safety regulations.
L I:: I:: I:: The product uses hazardous voltage that can cause death or serious injury. Always
i | disconnect power before working on equipment. Do not touch terminals when voltage is
S |> ‘ |> ‘ |> ’—‘ applied, output terminals will have live voltage even when the device is OFF.
Rallswn The product should only be used within the specified ratings. Check that you have the correct
| product in regards to mains voltage, supply voltage, rated motor data and frequency of
Stop operations.
””””””””””””” - This product has been carefully produced and tested but there are risks that can damage it
PSR3...16 | such as transportation or incorrect handling. Therefore, the following procedure should be
L) 8L2 5Ly ST Af followed during initial installation:
UGN ﬁ
% {}j 1. Mains voltage shall be switched OFF (L1-L3).
2T1| 4T2| 6T3| Fut| A2 2. Switch ON supply voltage (A1,A2).
- | = 3. Check that top LED is blinking. If this does not happen,
o > = do not proceed with the remaining steps below.
N 4. Switch ON Mains voltage (L1-L3).
5. Check that top LED is steadily on. If this does not happen,
M do not proceed with the remaining steps below.
6. It shall now be possible to start and stop the motor.
A Fontos informacio
L1l L2| L3 N
Kizarolag képzet villamos szakember végezheti a berendezés telepitését, iizembe
Olvadpbetet helyezését az ide vonatkozé szabvanyok és eléirasok figyelembe vétele mellett.

D D A berendezés veszélyes fesziiltségszintet hasznal melynek érintése silyos sériilést, vagy
akar halalt is okozhat. Mindig valassza le a késziiléket a halézatrol munkavégzés elétt. Ne
érintse a sorkapcsokat fesziiltség alatt, a kimeneti sorkapcsokon a lekapcsolas utén is

\\\C\\\\ 7777777777777777777777777777 gﬁg 16 lehet fesziiltség.
A berendezést csak a megadott miiszaki paramétereken beliil hasznailja. Ellendrizze hogy
TA25DU a megfeleld fesziiltségszintii, vezérléfesziiltésgii, névleges teljesitményii és frekvenciaji
}* e + fffffffffffffffffffffffff 7 berendezéssel rendelkezik-e.
Ezen berendezés megfelelé odafigyelés mellett gyartottak és tesztelték, de el6fordulhat
Stop hogy a széllitas vagy a nem megfelel6 tarolas kozben megsériilt. A kovetkezé utasitasokat
PSR3.. :L61 35 5 ST AT tartsa be az iizembe helyezés alkalmaval:
%T %}j RP\ Start 1. A betap oldali fesziiltség legyen levalasztva (L1-L3).
) 2. Csatlakoztassa a vezérlé fesziiltséget (A1, A2).
2T1| 4T2| 6T3| Fut| A2 3. Ellenérizze hogy a felsé LED villog-e. Amennyiben nem, NE folytassa az alabbi
o I g Iépésekkel.
4. Csatlakoztassa a betap fesziiltséget (L1-L3).
/ \ 5. Ellenérizze hogy a felsé LED folyamatosan vilagit-e. Amennyiben nem, NE
M folytassa az alabbi lépéssel..
6. Mar lehetséges a motor inditasa és leallitasa.
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A Important information

A qualified electrician must carry out installation, commissioning and servicing of this product
by following installation standards and safety regulations.

The product uses hazardous voltage that can cause death or serious injury. Always
disconnect power before working on equipment. Do not touch terminals when voltage is
applied, output terminals will have live voltage even when the device is OFF.

The product should only be used within the specified ratings. Check that you have the correct
product in regards to mains voltage, supply voltage, rated motor data and frequency of
operations.

This product has been carefully produced and tested but there are risks that can damage it
such as transportation or incorrect handling. Therefore, the following procedure should be
followed during initial installation:

1. Mains voltage shall be switched OFF (L1-L3).

2. Switch ON supply voltage (A1,A2).

3. Check that top LED is blinking. If this does not happen,
do not proceed with the remaining steps below.

4. Switch ON Mains voltage (L1-L3).

5. Check that top LED is steadily on. If this does not happen,
do not proceed with the remaining steps below.

6. It shall now be possible to start and stop the motor.

A Fontos informacio

Kizarolag képzet villamos szakember végezheti a berendezés telepitését, iizembe
helyezését az ide vonatkozé szabvanyok és eléirasok figyelembe vétele mellett.

A berendezés veszélyes fesziiltségszintet hasznal melynek érintése silyos sériilést, vagy
akar halalt is okozhat. Mindig valassza le a késziiléket a halézatrol munkavégzés elétt. Ne
érintse a sorkapcsokat fesziiltség alatt, a kimeneti sorkapcsokon a lekapcsolas utén is
lehet fesziiltség.

A berendezést csak a megadott miiszaki paramétereken beliil hasznalja. Ellenérizze hogy
a megfeleld fesziiltségszintii, vezérléfesziiltésgii, névleges teljesitményii és frekvenciaji
berendezéssel rendelkezik-e.

Ezen berendezés megfelelé odafigyelés mellett gyartottak és tesztelték, de el6fordulhat
hogy a széllitas vagy a nem megfelel6 tarolas kozben megsériilt. A kovetkezé utasitasokat
tartsa be az iizembe helyezés alkalmaval:

1. A betap oldali fesziiltség legyen levalasztva (L1-L3).

2. Csatlakoztassa a vezérlé fesziiltséget (A1, A2).

3. Ellenérizze hogy a felsé LED villog-e. Amennyiben nem, NE folytassa az alabbi
1épésekkel.

4. Csatlakoztassa a betap fesziiltséget (L1-L3).

5. Ellenérizze hogy a felsé LED folyamatosan vilagit-e. Amennyiben nem, NE
folytassa az alabbi lépéssel..

6. Mar lehetséges a motor inditasa és leallitasa.
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